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Postup instalace pripojeni na USB
Ctecka otisku prstii RD3-F

V nasledujicich krocich je popsan navod na instalaci ovlada¢u pro étecku RD3-
F pro spravnou funkci v dochazkovém programu ADS.

1. Instalace ovladaée systému Windows.

Pied pfipojenim zafizeni do konektoru USB nejdfive nainstalujte driver.
Soubory driveru naleznete na CD v adresafi: Driver\USB\RD3F. Vyberte z moznosti
x32 nebo x64 dle typu Windows. Driver 3.54.23.6 a vys$Si podporuje uz i Windows 7.

P¥i instalaci postupujte dle instrukci na obrazovce:

iz Sagem MorphoSmart USB Drivers 3.54.23.6 - InstallShield Wizard Dzl

Welcome to the InstallShield Wizard for
Sagem MorphoSmart USB Drivers 3.54.23.6

Thie InstallShield{R) Wizard will instzll Sagem MorphoSmart USB
Drivers 3.54,.23.6 on your computer, To continue, dlick Next,

WARNING: This program is protected by copyright law and
international treaties.

[ mext> | [ Canicel

Stiskem tlacitka ,,next* budete pokrac¢ovat v instalaci.
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iR Sagem MorphoSmart USB Drivers 3.54.23.6 - InstallShield Wizard DZ|

Destination Folder

Click Mext to install to this folder, or dick Change to install to a different folder.

i Install Sagem MorphoSmart USE Drivers 2,54, 23.6 to:

Ci'Program Files\Sagem Securite\MorphoSmart Drivers),

[ < Baick ]L Mext = 1 ’_ Cancel ]

Zde je moznost zvolit misto ulozeni driveru. Doporu¢ujeme ponechat
stavajici nastaveni.

2 Sagem MorphoSmart USB Drivers 3.54.23.6 - InstallShield Wizard r)ZJ

Ready to Install the Program
The wizard is ready to begin installation,

Click Inztall to begin the instaliation.

If you want to review or change any of vour installation settings, dick Back. Click Cancel to
exit the wizard,

[ < Back ]L Instal | [ Canicel ]

Stiskem tlacitka ,,Install“ se nakopiruji soubory na disk.
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e Sagem MorphoSmart USE Drivers 3.54.2 3.6 - InstallShield Wizard ISZJ

InstallShield Wizard Completed

The Instalishisld Wizard has successfully installed Sagem
MorphoSmart USE Drivers 3,54, 23.8. Click Finish to exit the
wizard.

Finish i Cance

Stiskem tlacitka ,,Finish“ bude instalace driveru dokoncena.

Pripojte ¢tecku do konektoru USB a vyckejte, nez si ji Windows prirfadi do
systému. Jakmile Windows dokon¢éi operaci zobrazi se v pravém dolnim rohu
hlaska ,,Novy hardware je pripraven k pouziti“.

Spravnost instalace Ize ovérit ve Spravci zafizeni systému Windows.
Ctecka je viditelna v sekci: Radic¢e sbérnice USB/Sagem MorphoSmart CBM

B=)ES

Soubor  Akce  Zobrazit  [N3povéda

“o | W& @

+ 5% Procesory
H-=) Radice disketovych jednotek
-6 Radits IDE ATA/ATAPI
% Radice sbérmice USE

-8 Intel(R) 528016 (ICHT Family) USB Universal Host Contraller - 27C8
&2 Intel(R) 82301G (ICH7 Family) USB Universal Host Contraller - 27C3
& Intel(R) §2801G (ICH7 Family) USB Universal Host Cantraller - 27CA
= Intel(R) 823016 (ICHT Family) USB Universal Host Controller - 27CB
= Intel(R) 523016 (ICHT Family) USB2 Enhanced Host Cantraller - 27CC
&2 Kofenovy rozbofovad LISB
= Kofenovy rozhofovad LISB

o Kofenovy rozbofovat USE
8= Kofenovy rozbodovat USB
= Korenovy rozbocovad LISB

- -‘-_' Sagem MorphoSmart CBM
& €& Radite SCS1 5 RAID
8, Radite zvuky, videa & hernich zafizent
-8 Sitove adapatery
i+ :J Systémova zafizeni
[¥-238 Zafizeni pro zpracovani obrazkd
-8 Zafizeni standardu HID W

|>
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2. Dale je potreba nakopirovat a registrovat AktiveX komponentu

Postupujte nasledovné:

A. Prekopirujte vSechny soubory z instalaéniho CD\Ads\RD3F ActiveX\

do adresare SYSTEMS32 instalace WINDOWS na Vasem PC
Vétsinou: C: \WINDOWS\system32

B. v pfikazovém Fadku je potfeba spustit registraci souboru
(Menu START — Spustit).
Ve Windows Vista a 7 musite byt pfihlasen jako Administrator.
C:\WINDOWS\system32>REGSVR32 AMK_MS0300.d11

= Pfikazovy radek

C:~\UINDOWS\system32>REGEUR32 AMK_MS0388.d11

L
\]:_) Provedeni DIReqgisterserver v AMK_M30300.dI s 2dafilo,
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C. DalSi varianta je registrovat soubor AMK_MSO300.dll v manageru
Total Commander. Ve Windows Vista nebo 7 musite mit tento program
spustén jako Administrator.

= Total Commander 7.04 - Digital Hlusions CE AB

Saubor  Oznatit PFl‘kazy Sit Zobrazit Konfigurace Start MNapavéda
2 ® B % ed BED BDE
|[—c—] v |[systan] 249 000 312 kB z 312 568 640 kB volnych | % .. I[ -] ![syslem] 249 000 312 kB z 312 568 640 kB velnych | \ ..
- \WINDOWS\systemazv> [P
e | Velikost | Datum | Abril [tNazev Fipona Velikost | [ Agrit]
<DIR> 08.10.2010 15:57-~ ﬁ[ g | <DIR> 08.10.2010 15:57- A
<DIR> 15.01.2009 12:54- | |[1[1025] <DIR> 15.01.2009 12:54 - —
<DIR> 15.01.2009 12:54 - [J[1028] <DIR> 15.01.2009 12:54 -
<DIR> 15.01.2009 12:55- [311029] <DIR> 15.01.2009 12:55 -
<DIR> 15.01.2009 12:54 - [Jnos <DIR> 15.01.2003 12:54 -
<DIR> 15.01.2009 12:54 - 311033 <DIR> 15.01.2009 12:54 -
<DIR> 15.01.2009 12:54 - [3noesa <DIR> 15.01.2009 12:54 -
<DIR> 15.01.2009 12:54 - [Jro41] <DIR> 15.01.2009 12:54 -
<DIR> 15.01.2009 12:54 - [J[o42] <DIR> 15.01.2003 12:54 -
<DIR> 15.01.2009 12:54 - [J[1054] <DIR> 15.01.2009 12:54 -
<DIR> 15.01.2009 12:54 - [J[2052] <DIR:> 15.01.2009 12:54 -
<DIR> 15.01.2009 12:54 - [[J[3076] <DIR> 15.01.2003 12:54 -
<DIR> 15.01.2009 12:54 - [ [3com_dmi] <DIR> 15.01.2009 12:54 -
<DIR> 27.01.2009 12:24- [ [appmgmt] <DIR> 27.01.2009 12:24 -
<DIR> 08.10.2010 15:56- [_JICatRoot] <DIR> 08.10.2010 15:56 -
<DIR> 08.10.2010 08:57 - [ JICatRoot2] <DIR> 08.10.2010 08:57 -
<DIR> 15.01.2009 12:04- [_J[Com] <DIR> 15.01.2009 12:04 -
<DIR> 23.02.2009 10:52- [ [config] <DIR:> 23.02.2009 10:52 -
<DIR> 15.01.2009 12:58 - (] (=3 <DIR> 15.01.2003 12:58 -
<DIR> 01.07.2009 14:08- [Jlcs—<z] <DIR> 01.07.2009 14:08 -
<DIR> 15.01.2009 12:54 - [[Jldhep] <DIR> 15.01.2009 12:54 -
<DIR> 26.08.2010 12:51- [ [DirectX] <DIR> 26.08.2010 12:51-
<DIR> 15.09.2010 17:51¢ [T [dllcache] <DIR> 15.09.2010 17:51r
([ [drivers] <DIR>  08.10.2010 15:57 -+ ||| [drivers] <DIR> 08.10.2010 15:57 -+
OkB /620 384 kB v 0 / 2461 souborech a 0 / 59 slozek OkB /620 384 kB v 0 / 2461 souborech a 0/ 53 slozek -
C\W INDOWS\system32> regswr32 AMK_MS0300.dll| v|
F3 Zobrazit | F4 Upravit | F5 Kopirovat | FG6 PfeimPfes | F7 VytwSlozku | FB8 Odstranit | Alt+F4 Konec

Proklikejte se do Windows\systém32 a do pfikazoveého fadku vepiste
regsvr32 AMK_MS0300.d1l1 a potvrdte klavesou Enter.

RegSvr32 X

-
\]:_) Provedeni DiRegisterserver v AMK_MS0300.dll == zdafilo.

Copyright © 1999-2008 ESTELAR s.r.o Navod instalace zarizeni RD3-F_rev2 - strana 5 (celkem 7)



ELEKTRONICKY

IDENTIBIKACSRNI
SYSTEM

R “ Test spojeni

Parametry terminalu

Maska ctecek
Parame Mazka relé

Mazey poditate | Typ komunikace |DR[VER j

Kd linky |LIMK1

Lol

D Parametry konunikace pro dang terminl se
0 Driver |AESLine nasztavuli v parametrech driven.

Typ terminglu | MORPHOSMART

Lelled

osob E Editovat parametry |

Parametry |Address=1

Send record delay=100

Send to finger recaord delay=100
Reset tcp converter=falze

Resget only before generating=falze
Switch ta receiving delay=0

Mo command delays=false

Days of week=]

Threaded histary writing=falze
Suppreszs ping=falze

10 medium iz zubstring of kep=falze
Template core detection=Ffalse
Show finger print image=falze

P2

£

Pouzit vzdaleného zprostfedkovatele [ - > |

PP EY VI | X stme

Spravnost nastaveni Ize otestovat tlacitkem: Test spojeni.
Dale je treba nastavit pripojenou ¢tecku jako zarizeni pro nacitani ID médii:
Hlavni menu:

Systém/Nastaveni/Nastaveni aplikace
- Lokdlni nastaveni - Nacitani ID média
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4. Pravidla pro spravné umisténi prstu pri nacitani.

Kvalita otisku prstu je vyssi, pokud je prst spravné umistén na ¢éteci plosce.
Optimalni poloha prstu je zobrazena v nasledujici ukazce.

Umisténi prstu Orientace prstu

Sklon prstu Natoéeni prstu

Doporucéeni pro ziskani kvalitniho otisku prstu

- prikladat prst spravhym smérem viz.
obrazek.

- prst by nemél byt priliS vihky nebo
extrémné suchy.

- pevné pritisknout prst na povrch snimace,
avSak né prilis, aby nedoslo k poskozeni
snimace.

- prilozit prst na plochu snimace a drzet,
dokud program nerekne prilozit prst znovu.
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